
Existing Conditions:

Brown Hill Creek runs alongside Wilberforce 
Walk, an established shared use path network 
recently upgraded by City of Unley, and in its 
current form the channel and road crossings 
are of insufficient capacity to accommodate 
major flows.

The condition of the existing watercourse has 
been significantly altered from its natural 
condition, with a concrete low flow channel 
and steep banks that are prone to erosion. 
Where Brown Hill Creek passes beneath 
Second Avenue there are currently no 
footpaths, resulting pedestrian safety 
concerns.

An arborist assessment revealed a diverse 
range of tree species, both native and 
introduced, including trees that are located 
within the watercourse corridor that will 
require removal and a Significant Red Gum that 
needs to be protected and retained. An 
ecological assessment identified a 
predominance of invasive weeds – 53 species 
of weeds were identified, including declared 
and environmental weeds.

Location:

Channel upgrades from 
Third Avenue to Leah 
Street in Forestville, 
including crossing 
upgrades at First Avenue 
and Second Avenue. 

Description of Proposed Works:

The delivery approach seeks to achieve the 
required flow capacity while ensuring 
protection of the Significant Red Gum and 
maximizing opportunities for planting new 
large native trees to enhance the tree canopy 
along Wilberforce Walk.

For the channel bank adjacent to the 
Significant Red Gum a stacked rock wall 
treatment will be constructed to ensure that 
the structural root zone of the tree is not 
impacted by the works. For the other sections 
of channel bank, a vertical concrete block wall 
will be used to minimize the width of 
Wilberforce Walk that is required for the open 
channel and to maximize the area between the 
channel and shared path for the establishment 
of new trees and plantings.

While some trees are required to be removed 
for the upgrades, most of these are weed and 
exotic species, and on completion of the 
channel works an extensive revegetation 
program will be undertaken to plant new trees, 
shrubs and groundcovers along the creek 
corridor but outside of the main channel.

Ecological Management Plan:

The channel upgrades are being guided by an 
ecological management plan that focuses on 
protecting local flora and fauna while 
enhancing biodiversity in the project area. The 
ecological management plan will:

• Mitigate sedimentation and bank erosion to
maintain habitat quality.

• Address declared and environmental weeds
to prevent competition with native species.

• Improve native biodiversity by planting local
and indigenous native species.

• Enhance canopy cover by planting new
native trees.

• Enhance strata complexity to support
diverse fauna by planting a variety of
groundcover and understorey flora species
that will enhance foraging and nesting
opportunities.

• Involve ongoing monitoring and
maintenance to prevent weed
re-establishment and promote diverse
native species.

Project Timeline:

The project has undergone an 
extensive investigation and design 
phase which has included 
engagement with landowners that 
are directly affected by the works. 

An Expression of Interest has 
identified 3 short-listed tenderers 
who will now price the detailed 
designs, and the successful tenderer 
will enter an Early Contractor 
Involvement phase in early 2026. 
Construction will take place 
throughout 2026 and 2027.

Existing Channel

There is an urgent need to upgrade this section 
of Brown Hill Creek to improve flow capacity 
and public safety, while enhancing the tree 
canopy and understory with native species that 
provide habitat and biodiversity outcomes.

A new 1,200mm high ‘open style’ safety fence 
will be installed along the top of the channel 
wall in Wilberforce Walk and the existing 
cobble base of Brown Hill Creek will be 
retained and replenished with new stones. 
There is also an opportunity for Council to 
contribute funds to enable the vertical 
concrete block walls to be clad with natural 
stone to further enhance the amenity of the 
channel.

The new culvert crossings at First Avenue and 
Second Avenue will include the relocation of 
some existing utility services and new 
footpaths on both sides of the roads.

Once the works are completed this upgraded 
section of watercourse will convey the 1% 
Annual Exceedance Probability (or 1-in-100 
year) design flow as defined in the Brown Hill 
Keswick Creek Catchment Stormwater 
Management Plan.

Delivery of these works will mark completion 
of the Area 1 upgrades of Upper Brown Hill 
Creek in Forestville.
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